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= Product Features - 3 =
=]
"8 . InGaAIP Technology © (-\ -fl P
« T-1 (3 mm) Package - i ﬁ
* High Intensity Orange Light ()\p =612 nm) [ 7 \ J w
Emission e
* Water Clear Lens o~
* Wide Radiation Pattern 0.7 ] = -
¢ Excellent Low Current Light Output - +H
045 -
o~
J— |
MAXIMUM RATINGS (Ta = 25°C) s
CHARACTERISTIC SYMBOL | RATING UNIT 254 .
Forward Current I 30 mA ' z
Reverse Voltage Vi 4 \% =
1 2
Power Dissapation Py 75 mwW
1. ANODE
Operating Temperature T -30 ~85 °C
perne e o 2. CATHODE
Storage Temperature T -40 ~120 °C UNIT: mm
OPTO-ELECTRICAL CHARACTERISTICS (Ta = 25°C)
CHARACTERISTIC SYMBOL TEST CONDITION MIN. | TYP. | MAX. | UNIT
Forward Voltage Ve IF =20mA — 20 24 \
Reverse Current Ix VR =4V — — 50 HA
Luminous Intensity Iy IF =20mA 50 120 — mcd
Viewing Angle 20% — — 60 —
Peak Wavelength )\p IF =20mA — 612 — nm
Dominant Wavelength A IF =20mA — 605 — nm
Spectral Line Half Width AV IF =20mA — 15 — nm
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T-1 InGaAIP Ultra Bright LED

TLOU262 Graphs -

Q 0
20
S uw
g -
£S5
o K=
T 2
[ s
IfF - VF Iy - I o O
100 1000 < £
Ta=25°C 5 Ta=25°C 5
3 60 B 500
E 1 E
B Z
e 20 > 200 P
n L
g % L
g 10 A % 100 ya H
=] 7 = p
5} - z 4
Q & %] 50 4
g Vi 2 A
z / z
S =
£ 2 -
3 20 /
1 10 /
16 1.8 2.0 2.2 2.4 2.6 1 2 5 0 20 50 100
FORWARD VOLTAGE Vp (V) FORWARD CURRENT Ip (mA)
RELATIVE LUMINOUS INTENSITY —
Iy — Te WAVE LENGTH
10 1.0
> 1p=20mA L
. 5 £ Ta=25°C I
& 7]
= z 0.8
2 : A
E =
g e : /1)
z I 8 06 / \
(=4
3 1 z
Z =
= 3 04
3 o5 @
g /
B 5 o2
3 g / \
=
o
0.1 0 /‘/ \
—25 0 26 50 75 100 540 560 580 600 620 640 660
CASE TEMPERATURE Tc¢ (°C) WAVE LENGTII A (nm)
RADIATION PATTERN ~ I — Ta
) . T 4
Ta=25°C E
B
; 30
E <
3 N
2 2 AN
% <
: N
2 N
] 10
o
<
z
Q
-
Sl L 90° 3 0
0 02 04 06 08 1.0 < () 20 40 60 80 100

AMBIENT TEMPERATURE Ta (°C)

markteCh 5 Hemlock Street » Latham, New York 12110
optoelectronics Toll Free: (800) 98-4LEDS - Fax: (518) 786-6599

All specifications subject to change.

149




